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RIV790  14.4 V battery tool for rivet nuts from M3 up to M10

Code 1551600

The rivet nut is positioned against the tie rod; pushing 
the trigger the rivet nut is automatically screwed 
against the head; pushing again the trigger we obtain 
the rivet nut deformation and the automatic unscrewing. 
Rivet nut clamping occurs by means of regulation of 
the front ring nuts. Compact and bumps resistant body.  
Versatile, to be used anywhere.

To place rivet nuts from M3 to M8
(steel, s/steel, aluminium), 
M10 for aluminium only.

RIV790 is supplied in a metallic case, with a 
lithium battery of 1.3 Ah, a battery charger,  

tie rods and heads.

Operating voltage 14.4 V
Stroke 20 mm

Battery charger 200 W - 50 Hz
Tensile strength 13000 N

Weight (with battery) 2.374 Kg

Technical data and features

Picture Description Ah Code

Lithium battery 14.4 V 1.5 42076RT

Lithium battery 14.4 V 2.6 42077RT

Universal battery charger - 42075RT

Spare parts

*  Aluminium only.
• Supplied with the tool.
○ On request.

Ø rivet nut Tie rod code Head code

○ M3 1551700 1552300
• M4 1551800 1552400
• M5 1551900 1552500
• M6 1552000 1552600
○ M8 1552100 1552700

* ○ M10 1552200 1552800

Ø rivet nut Tie rod code Head code

M6 4194100 1552600
M8 4194200 1552700

Spare parts for TUBRIV/JACKRIV

Spare parts for RIVSERT

LITHIUM
BATTERY

Kit for RIVBOLT

Ø rivet nut Kit Kit code

M4 790/04B 4773000
M5 790/05B 4773100
M6 790/06B 4773200
M8 790/08B 4773300


