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No. 145 6776

(1) (2)

No. 168 9502

UNIVERSAL NOSEPIECE – 16  

for blind rivet tools HN 2, PH 2, PH 2000

The universal nosepiece replaces five nosepiece  
sizes. The integrated rotary star in the steel sleeve  
can be unlocked easily without tools in order to  
select the appropriate size of nosepiece.

WORKING RANGE
Blind rivets from 2.4 up to 5 mm Ø alu, copper
and steel and up to 4 mm Ø stainless steel.

OPERATION
Operate the tool and hold trigger, then push  
back adjusting ring to end position (1).
By turning the rotary star (2).

The universal nosepiece includes: Special steel sleeve,
complete adjusting ring, rotary star and sealing ring.

Special steel  
sleeve   

adjusting ring   sealing ring  

rotary star

NOSEPIECE ALLOCATION CARD

You can also use our nosepiece allocation  
card. This makes it easier to select the  
correct nosepiece for the respective tools. 

SPECIAL ACCESSORIES TAURUS®/TAUREX versions/PH tools



133133133

No. 145 7579

No. 145 6612
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ANGLE HEAD FOR PH2
For setting rivets in places with difficult 
access and in corners

Working range 
Blind rivets from Ø 2.4 mm up to Ø  
4 mm all materilas, steel up to Ø 5 mm. 
(max. mandrel Ø 3 mm)

Angle head for PH2 with 3 part jaws

VAS
Vacuum absorption system for PH2

This device absorbs the spent mandrel after the  
riveting operation and transports it automatically into 
the mandrel container. A further advantage is offered 
when the rivet, inserted into the nosepiece, is held 
in the jaw mechanism even if the tool head is in the 
vertical downwards position. The vacuum absorption 
device is available as a complete built-in and can  
also be retrofitted to existing GESIPA® riveting power 
tools at any time.

TECHNICAL DATA
Weight of kit: 		  430 g
Operating air pressure: 	 4-6 bar

SCOPE OF DELIVERY
1 air deflector 
1 wrench MSU
Maintenance instructions with spare parts list

MULTI-PIECE EXTENSION UNIT
For riveted joints in low-lying places. Screwed in between the 
device and the existing steel case

Total length = steel head sleeve + extension +  
standard nosepiece

PH tools 
The total length of the steel head sleeve, 
including the extension unit, is 157 mm  
for 100 mm.

TOOL 100 mm

PH 2 145 6779

SPECIAL ACCESSORIES TAURUS®/TAUREX versions/PH tools
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SPECIAL ACCESSORIES / NOSEPIECES Blind rivet setting tools

NOSEPIECES STANDARD + SPECIAL LENGTH
NTS, NTX, NTX-F, Flipper®, PH 2-VK

NOSEPIECES STANDARD
Flipper® Plus

Ø Material Ø d Ø D Standard No. V (9mm) No.

2.4 Alu 1.6 6.0 10/16 143 4054

2.4 Alu 1.8 6.0 10/18 143 4055 V-10/18 143 4096

3.2 CAP®-Alu, CAP®-Copper 1.8 6.0 10/18 143 4055 V-10/18 143 4096

3 and 3.2
Alu, Cu, Steel, Stainless steel,  

Stinox, Alu/Alu, PG-Alu, PG-Steel
2.4 6.0 10/24 143 4061 V-10/24 143 4097

4 Alu, Cu 2.4 6.0 10/24 143 4061 V-10/24 143 4097

4
Steel, CAP®-Alu, CAP®-Cu,  

Alu/Alu, PG-Alu
2.7 6.0 10/27 143 4062 V-10/27 143 4098

4 Stainless steel, Stinox, PG-Steel 2.9 8.0 10/29 143 4064 V-10/29 143 4099

4.8 CAP®-Alu, CAP®-Cu 2.9 8.0 10/29 143 4064 V-10/29 143 4099

4.8 and 5 Alu, PG-Alu 3.2 8.0 10/32 143 4065 V-10/32 143 4100

4 Plastic 3.0 - 10/30 K 143 4092 - -

5 Plastic 3.5 - 10/35 K 143 4093 - -

6 Plastic 4.0 - 10/40 K 143 4094 - -

Ø Material Ø d Ø D Standard No.

2.4 Alu 2.0 6.0 12/20 157 2920

3.2 CAP®-Alu, CAP®-Cu 2.0 6.0 12/20 157 2920

3 and 3.2 Alu, Cu, Steel, Stainless steel, 
Stinox, Alu, PG-Alu, PG-Steel 2.4 6.0 12/24 157 2924

4 Alu, Cu 2.4 6.0 12/24 157 2924

4 Steel, CAP®-Alu, CAP®-Cu, Alu, 
PG-Alu 2.4 6.0 12/24 157 2924

4 Stainless steel, Stinox, PG-Steel 2.9 8.0 12/29 157 2925

4.8 CAP®-Alu, CAP®-Cu 2.9 8.0 12/29 157 2925

4.8 and 5 Alu, PG-Alu 3.2 8.0 12/32 161 8800

4.8 and 5 Steel, Alu 3.2 8.0 12/32 161 8800

BLIND RIVET NUTS

M4 Alu, Steel 4.15 11.0 12/M4 157 2926

M5 Alu, Steel, PG-Alu, PG-Steel 5.15 11.0 12/M5 157 2927

M6 Alu, PG-Alu 6.15 11.0 12/M6 157 2929

Extended version (9mm)
V-10/........Nosepieces

Standard version
10/........ Nosepieces

Standard version
12/........ Nosepieces

Standard version BRN
12/M........ Nosepieces

The name of the  
nosepiece (e.g. 17/32)  
can be found directly  
on the nosepiece.		
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NOSEPIECES STANDARD + SPECIAL LENGTH HN 2, PH 1, PH 2, PH Axial, PH 2000

MEGA GRIP® / Monobolt®

BULB-TITE® 

Standard version
16/........ Nosepieces

Extended version (10 mm)
V-16/........ Nosepieces

Ø Material Ø d Ø D Standard No. V (10 mm) No.

2.4 Alu 1.8 6.0 16/18 143 4285 V-16/18 143 4370

3.2 CAP®-Alu, CAP® Copper 1.8 6.0 16/18 143 4285 V-16/18 143 4370

3 Alu/Cu 2.0 6.0 16/20 143 4287 V-16/20 143 4371

3 and 3.2
Alu,Cu,Steel,Stainless steel,Stinox,  

Alu/Alu,PG-Alu,PG-Steel
2.4 6.0 16/24 143 4288 V-16/24 143 4372

4 Alu, Cu, CAP®-Alu, CAP®-Cu 2.4 6.0 16/24 143 4288 V-16/24 143 4372

4 Steel, Alu/Alu, PG-Alu 2.7 8.0 16/27 143 4289 V-16/27 143 4373

4 Stainless steel, Stinox, PG-Steel 3.0 8.0 16/29 143 4290 V-16/29 143 4374

4.8 and 5 Alu, CAP®-Alu, CAP®-Cu, PG-Alu 3.0 8.0 16/29 143 4290 V-16/29 143 4374

4.8 and 5 Steel, Alu/Alu 3.35 8.0 16/32 143 4291 V-16/32 143 4375

4.8 and 5 Stainless steel, Stinox, PG-Steel 3.6 10.0 16/36 143 4292 V-16/36 143 4376
6 Alu 3.6 10.0 16/36 143 4292 V-16/36 143 4376

6 Steel 4.0 10.0 16/40 143 4293 V-16/40 143 4369

6.4 Alu, PG-Alu 4.0 10.0 16/40 143 4293 V-16/40 143 4369

6.4 Steel, Alu/Alu 4.5 10.0 16/45 143 4300 V-16/45 143 4378

4 Plastic 3.0 - 16/30 K 143 4130
5 Plastic 3.5 - 16/35 K 143 4131

6 Plastic 4.0 - 16/40 K 143 4132

Ø Material Ø d Ø D Designation No.

4.8 all MEGA GRIP® 3.1 8.0 16/31 MG 143 4380

6.4 all MEGA GRIP® 4.2 10.0 16/41 MG 143 4381

4.8 Monobolt® 3.15 7.7 16/31 MB 143 4379

6.4 Monobolt® 4.2 9.5 16/42 MB 143 4163

The suitability  
of nosepiece  
and fastener  
needs to be  
tested by the  
user and is  
user‘s own
responsibility!Ø Material Ø d Ø D Designation No.

4 all BULB-TITE® 2.64 8.0 16/26 BT 143 4301

5.2 all BULB-TITE® 3.23 10.0 16/32 BT 143 4302

6.3 all BULB-TITE® 4.2 11.0 16/42 BT 143 4303

7.7 all BULB-TITE® 4.8 10.0 16/48 BT 143 4304
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SPECIAL ACCESSORIES / NOSEPIECES Blind rivet setting tools

Standard version
17/........Nosepieces

4.8 all MEGA GRIP® 3.1 8.0 17/31 MG 143 4993
6.4 all MEGA GRIP® 4.2 10.0 17/41 MG 143 4865
4.8 Monobolt® 3.1 8.0 17/31 MB 143 4868
6.4 Monobolt® 4.2 9.5 17/42 MB 143 4869

4 all BULB-TITE® 2.64 8.0 17/26 BT 143 4985
5.2 all BULB-TITE® 3.23 10.0 17/32 BT 143 4986
6.3 all BULB-TITE® 4.2 11.0 17/42 BT 143 4988
7.7 all BULB-TITE® 4.8 10.0 17/48 BT 143 4989

Ø Material Ø d Ø D Standard No. V (8mm) No.

2.4 Alu 1.6 6.0 17/16 143 4972 - -
2.4 Alu 1.8 6.0 17/18 143 4976 V-17/18 143 4979
3.2 CAP®-Alu, CAP® Copper 1.8 6.0 17/18 143 4976 V-17/18 143 4979
3 Alu/Cu 2.0 6.0 17/20 143 4994 V-17/20 145 7315

3
Alu,Cu, Steel, Stainless steel, 

Stinox,Alu/Alu
2.2 6.0 17/22 143 5018 V-17/22 145 7323

3 and 3.2
Alu,Cu, Steel, Stainless steel, Stinox, 

Alu/Alu, PG-Alu, PG-Stahl
2.4 6.0 17/24 143 4955 V-17/24 143 4980

4 Alu, Cu, CAP®-Alu, CAP®-Cu 2.4 6.0 17/24 143 4955 V-17/24 143 4980
4 Steel, Alu/Alu, PG-Alu 2.7 8.0 17/27 143 4973 V-17/27 143 4981
4 Stainless steel, Stinox, PG-Steel 3.0 8.0 17/29 143 4974 V-17/29 143 4982

4.8 and 5 Alu, CAP®-Alu, CAP®-Cu, PG-Alu 3.0 8.0 17/29 143 4974 V-17/29 143 4982
4.8 and 5 Steel, Alu/Alu 3.35 8.0 17/32 143 4975 V-17/32 143 4983
4.8 and 5 Stainless steel, Stinox, PG-Steel 3.6 10.0 17/36 143 4977 V-17/36 143 4984

6 Alu 3.6 10.0 17/36 143 4977 V-17/36 143 4984
6 Steel 4.0 10.0 17/40 143 4999 V-17/40 143 5038

6.4 Alu, PG-Alu 4.0 10.0 17/40 143 4999  V-17/40 143 5038
6.4 Steel, Alu/Alu 4.5 10.0 17/45 143 4860   V-17/45 143 4866
4 Plastic 3.0 - 17/30 K 143 4933 - -
5 Plastic 3.5 - 17/35 K 143 5824 - -
6 Plastic 4.0 - 17/40 K 143 4998 - -

Special version
17/.....MG Nosepieces
		

Special version
17/.....BT Nosepieces
		

Special version
17/.....Plastic Nosepieces
		

Special version
17/.....MB Nosepieces
		

Extended version (8 mm)
V-17/........Nosepieces

NOSEPIECES STANDARD + SPECIAL LENGTH  
SN2, AccuBird®, AccuBird® Pro, PowerBird®, PowerBird® Pro, PowerBird® Pro Gold Edition, TAURUS®

The suitability  
of nosepiece  
and fastener  
needs to be  
tested by the  
user and is  
user‘s own
responsibility!

MEGA GRIP® / Monobolt®

BULB-TITE® 

The name of the  
nosepiece (e.g. 17/32)  
can be found directly  
on the nosepiece.
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RETAINING NOSEPIECES 
for SN 2, AccuBird®, AccuBird® Pro, PowerBird®, PowerBird® Pro, PowerBird® Pro Gold Edition

Ø Material Ø d Designation No.

2.4 Alu 1.85 17/18 R 165 5422
3.2 CAP®-Alu, CAP® Copper 1.85 17/18 R 165 5422

3
Alu/Cu Alu,Cu, Steel,  Stainless steel, 

Stinox,  Alu/Alu
2.0 17/20 R 165 5424

3 Alu,Cu, Steel, Stainless steel, Stinox 2.2 17/22 R 165 5426

3 and 3.2 Alu, Cu, Steel, Stainless steel, Stinox,  
Alu/Alu, PG-Alu, PG-Steel 2.4 17/24 R 165 5427

4 Alu, Cu, CAP®-Alu, CAP®-Cu 2.4 17/24 R 165 5427
4 Steel, Alu/Alu, PG-Alu 2.7 17/27 R 165 5428
4 Stainless steel, Stinox, PG-Steel 2.9 17/29 R 165 5429

4.8 and 5 Alu, CAP®-Alu, CAP®-Cu, PG-Alu 2.9 17/29 R 165 5429
4.8 and 5 Steel, Alu/Alu 3.2 17/32 R 165 5430
4.8 and 5 Stainless steel, Stinox, PG-Steel 3.6 17/36 R 165 5431

6 Alu 3.6 17/36 R 165 5431
6 Steel 4.0 17/40 R* 165 5433

6.4 Alu, PG-Alu 4.0 17/40 R* 165 5433
6.4 Steel, Alu/Alu 4.5 17/45 R* 165 5434

*Except AccuBird® and AccuBird® Pro

UNIVERSAL NOSEPIECE  
HN2, SN 2, PH 1, PH 2, PH 2000, AccuBird®, PowerBird®

Ø Material Ø d
HN 2, SN 2, PH 1,  

PH 2, PH 2000
Bird® series

2.4 Alu 1.8

No. 145 6776 No. 143 4960

3.2 CAP®-Alu, CAP® Copper 1.8

3 and 3.2
Alu, Cu, Stahl, Stainless steel, Stinox,

Alu/Alu, PG-Alu, PG-Steel
2.4

4 Alu, Cu, CAP®-Alu, CAP®-Cu 2.4
4 Steel, Alu/Alu, PG-Alu 2.7
4 Stainless steel, Stinox, PG-Steel 2.9

4.8 and 5 Alu, CAP®-Alu, CAP®-Cu, PG-Alu 2.9
4.8 and 5 Steel, Alu/Alu
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SPECIAL ACCESSORIES / NOSEPIECES Blind rivet setting tools

Ø Material Ø d Ø D Designation 15 mm 20 mm 25 mm 28 mm

3 and 3.2
Alu, Cu, Steel, Stainless steel,  

Stinox, Alu/Alu, PG-Alu, PG-Steel
2.4 6.0 16/24 SL... 145 6812 145 6813 145 6814 145 6815

4 Alu, Cu 2.4 6.0 16/24 SL... 145 6812 145 6813 145 6814 145 6815
4 Steel, PG-Alu 2.7 8.0 16/27 SL... 145 6816 145 6817 145 6818 145 6819
4 Stainless steel, Stinox, PG-Steel 3.0 8.0 16/29 SL... 145 6820 145 6821 145 6822 145 6823

4.8 and 5 Alu, PG-Alu 3.0 8.0 16/29 SL... 145 6820 145 6821 145 6822 145 6823
4.8 and 5 Steel 3.35 8.0 16/32 SL... 145 6824 145 6825 145 6826 -
4.8 and 5 Stainless steel, Stinox, PG-Steel 3.6 10.0 16/36 SL... 145 6828 145 6829 - 145 6830

6 Alu 3.6 10.0 16/36 SL... 145 6828 145 6829 - 145 6830
6.4 Alu, PG-Alu 4.0 10.0 16/40 SL... 145 6807 145 6808 - -
6.4 Steel, Alu/Alu 4.5 10.0 16/45 SL... 145 6805 145 6806 - -

SN2, AccuBird®, AccuBird® Pro, PowerBird®, PowerBird® Pro Gold Edition, TAURUS®

HN 2, PH 1, PH 2, PH Axial, PH 2000

Ø Material Ø d Ø D Designation 15 mm 20 mm 25 mm 28 mm

3 and 3.2
Alu, Cu, Steel, Stainless steel,  

Stinox, Alu/Alu, PG-Alu, PG-Steel
2.4 6.5 10/24 SL... 145 6631 145 6630 145 6632 145 6633

4 Alu, Cu 2.4 6.5 10/24 SL... 145 6631 145 6630 145 6632 145 6633

4
Steel, CAP®-Alu, CAP®-Cu, Alu/

Alu, PG-Alu
2.7 7.0 10/27 SL... 145 6634 145 6635 145 6636 145 6637

4 Stainless steel, Stinox, PG-Steel 2.9 8.0 10/29 SL... 145 6638 145 6639 146 4001 145 6640
4.8 CAP®-Alu, CAP®-Cu 2.9 8.0 10/29 SL... 145 6638 145 6639 146 4001 145 6640

4.8 and 5 Alu, PG-Alu 3.2 8.0 10/32 SL... 145 6641 145 6642 145 6643 145 6644

Ø Material Ø d Ø D Designation 15 mm 20 mm 25 mm 28 mm

2.4 Alu 1.8 6.0 17/18 SL... 145 7367 145 7368 146 4039 146 4040
3.2 CAP®-Alu, CAP® Copper 1.8 6.0 17/18 SL... 145 7367 145 7368 146 4039 146 4040
3 Alu/Cu 2.0 6.0 17/20 SL... 145 7314 145 7305 146 4041 145 7369

3
Alu,Cu, Steel, Stainless steel,

Stinox,  Alu/Alu
2.2 6.0 17/22 SL... 145 7351 - 145 7349 145 0668

3 and 3.2
Alu, Cu, Steel, Stainless steel,  

Stinox, Alu/Alu, PG-Alu, PG-Steel
2.4 6.0 17/24 SL... 145 7370 145 7371 145 7372 145 7373

4 Alu, Cu 2.4 6.0 17/24 SL... 145 7370 145 7371 145 7372 145 7373
4 Steel, PG-Alu 2.7 8.0 17/27 SL... 145 7374 145 7376 145 7377 143 5035
4 Stainless steel, Stinox, PG-Steel 3.0 8.0 17/29 SL... 145 7378 145 7379 145 7381 145 7382

4.8 and 5 Alu, PG-Alu 3.0 8.0 17/29 SL... 145 7378 145 7379 145 7381 145 7382
4.8 and 5 Steel 3.35 8.0 17/32 SL... 145 7383 145 7385 145 7386 145 7388
4.8 and 5 Stainless steel, Stinox, PG-Steel 3.6 10.0 17/36 SL... 145 7390 145 7392 145 7393 145 7394

6 Alu/Alu 3.6 10.0 17/36 SL... 145 7390 145 7392 145 7393 145 7394
6 Steel 4.0 10.0 17/40 SL... 145 7399 145 7400 145 7401 145 7402

6.4
Alu, Stainless steel, PG-Alu, 

PG-Steel und G-Bulb
4.5 10.0 17/45 SL... 145 7265 145 0673 145 7404 145 7398

SPECIAL NOSEPIECES

NTS, NTX, NTX-F, Flipper®, PH 2-VK

CAUTION!  
Blind rivets must 
be ordered as a 
custom-made pro-
duct with exten- 
ded mandrel!
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64546 Mörfelden-Walldorf
GESIPA Blindniettechnik GmbH

0.1 23.03.11 - J.Kolle - Zeichnung ins PDM-System eingepflegt

Rev.: Datum Aenderung: gezeichnet geprueft Text

Zeichnung wurde mit CAD erstellt Schutzvermerk DIN ISO 16016 beachten
Datum Name Massstab Werkstoff Halbzeug Masse (g)

Bearb. 30.05.12J. Kolle
2:1

11SMnPb30;__1.0718 0008837; Art.-Nr. 7253012 25.1

Gepr. 30.05.12G.Schwan Maße ohne Toleranzangabe Oberflaechenangaben nach Oberflaechenbehandlung

DIN-ISO 2768-mk DIN EN ISO 1302 -

-
Benennung Materialnummer

MUNDSTUECK
7101236

Zeichnungsnummer
A4Platten-; 16/24 0008868

erstellt in: - Ersatz fuer: -
Blatt
2/2

30

d

12
M1
0

6
4

R

64546 Mörfelden-Walldorf
GESIPA Blindniettechnik GmbH

0.1 31.05.12 - Kolle J. - Zeichnung ins PDM-System eingepflegt

Rev.: Datum Aenderung: gezeichnet geprueft Text

Zeichnung wurde mit CAD erstellt Schutzvermerk DIN ISO 16016 beachten
Datum Name Massstab Werkstoff Halbzeug Masse (g)

Bearb. 31.05.12J. Kolle
2:1

11SMnPb30;__1.0718 Rd, DIN 668 Ø 30 23.7

Gepr. 31.05.12L. Wille Maße ohne Toleranzangabe Oberflaechenangaben nach Oberflaechenbehandlung

DIN-ISO 2768-mk DIN EN ISO 1302 -

-
Benennung Materialnummer

MUNDSTUECK
7101430

Zeichnungsnummer
A4Platten-; mit Aussparung; PA 16/24 0012187

erstellt in: - Ersatz fuer: PA 16/...
Blatt
2/2

15
d

12
M1
0

4

6

30

t

R

64546 Mörfelden-Walldorf
GESIPA Blindniettechnik GmbH

0.0 26.03.12 - Kolle J. - Zeichnung ins PDM-System eingepflegt

Rev.: Datum Aenderung: gezeichnet geprueft Text

Zeichnung wurde mit CAD erstellt Schutzvermerk DIN ISO 16016 beachten
Datum Name Massstab Werkstoff Halbzeug Masse (g)

Bearb. 26.03.12J. Kolle
2:1

11SMnPb30;__1.0718 0008837; Art.-Nr.: 7253012 23.9

Gepr. 26.03.12L. Wille Maße ohne Toleranzangabe Oberflaechenangaben nach Oberflaechenbehandlung

DIN-ISO 2768-mk DIN EN ISO 1302 brueniert

geoelt
Benennung Materialnummer

MUNDSTUECK
7253020

Zeichnungsnummer
A4Platten-; PG 17/24 025.3.100 54

erstellt in: AccuBird Ersatz fuer: 025.3.100 54-62
Blatt
2/2

15
d

30

t

12
M1
0

6
4

Ø Material Ø d Designa-
tion t

HN 2, PH 1,  
PH 2,  

PH Axial,  
PH 2000

Designa-
tion t

TAURUS®  

Bird series
Bird Pro series

SN 2

No. No

3 and 3.2
Alu, Cu, Stahl, Stainless 
steel, Stinox, Alu/Alu, 

PG-Alu, PG-Steel
2.4 PA 16/24 1.0 145 6659 PA 17/24 1.0 145 7330

4
Alu, Cu, CAP®-Alu, 

CAP®-Cu
2.4 PA 16/24 1.0 145 6659 PA 17/24 1.0 145 7330

4 Steel, Alu/Alu, PG-Alu 2.7 PA 16/27 1.0 145 6660 PA 17/27 1.0 145 7331

4
Stainless steel, Stinox, 

PG-Steel
3.0 PA 16/29 1.1 145 6661 PA 17/29 1.1 145 7341

4.8 and 5
Alu, CAP®-Alu, CAP®-

Cu, PG-Alu
3.0 PA 16/29 1.1 145 6661 PA 17/29 1.1 145 7341

5
Al-large flange K 11 

and K 14
3.0 PA 16/29 K 1.5 145 6652 PA 17/29 K 1.5 145 7332

4.8 and 5 Steel, Alu/Alu 3.35 PA 16/32 1.1 145 6653 PA 17/32 1.1 145 7333

4.8 and 5
Stainless steel, Stinox, 

PG-Steel
3.6 PA 16/36 1.1 145 6662 PA 17/36 1.1 145 7342

6 Alu 3.6 PA 16/36 1.3 145 6666 PA 17/36 1.3 145 7334

PLATE NOSEPIECE PA WITH CUT-OUT
for SN2, HN 2, PH 1, PH 2, PH Axial, PH 2000, Bird series, Bird Pro series, TAURUS®

PLATE NOSEPIECES P WITHOUT CUT-OUT 
for SN2, HN 2, PH 1, PH 2, PH Axial, PH 2000, Bird series, Bird Pro series, TAURUS®

PIVOT NOSEPIECES PG (for the production of articular rivet connections) 
for SN2, HN 2, PH 1, PH 2, PH Axial, PH 2000, Bird series, Bird Pro series, TAURUS®

Ø Material Ø d Designa-
tion

 
t

HN 2, PH 1,  
PH 2,  

PH Axial,  
PH 2000 Designation t

TAURUS®  

Bird series
Bird Pro series

SN 2

No. No.

3 and 3.2
Alu, Cu, Steel, Stainless steel, 

Stinox, Alu/Alu, PG-Alu, 
PG-Steel

2.4 PG 16/24 1.6 145 6663 PG 17/24 1.6 143 5002

4 Alu, Cu, CAP®-Alu, CAP®-Cu 2.4 PG 16/24 1.6 145 6663 PG 17/24 1.6 143 5002
4 Steel, Alu/Alu, PG-Alu 2.7 PG 16/27 1.6 145 6664 PG 17/27 1.6 143 5003
4 Stainless steel, Stinox, PG-Steel 3.0 PG 16/29 1.6 145 6655 PG 17/29 1.6 143 5007

4.8 and 5
Alu, CAP®-Alu, CAP®-Cu, 

PG-Alu
3.0 PG 16/29 1.6 145 6655 PG 17/29 1.6 143 5007

5 Al-large flange K 11 and K 14 3.0 PG 16/29 K 2.0 145 6658 PG 17/29 K 2.0 143 5004
5 Al-large flange K 16 3.0 - - - PG 17/29 K16* 2.0 143 5009

4.8 and 5 Steel, Alu/Alu 3.35 PG 16/32 1.6 145 6654 PG 17/32 1.6 143 5005
4.8 and 5 Stainless steel, Stinox, PG-Steel 3.6 PG 16/36 1.6 145 6665 PG 17/36 1.6 143 5006

6 Alu 3.6 PG 16/36 2.0 146 4002 PG 17/36 2.0 145 7340

Pivot nosepiece PG 
(dimensions compare
plate nosepiece „PA“)

For countersunk head blind rivets

Ø Material Ø d Designa-
tion

HN 2, PH 1,  
PH 2,  

PH Axial,  
PH 2000

Designa-
tion

TAURUS® 
Bird series

Bird Pro series
SN 2

No. No.

3 and 3.2
Alu, Cu, Stahl, Stainless steel,  

Stinox, Alu/Alu, PG-Alu, PG-Steel
2.4 P 16/24 145 6649 P 17/24 145 7335

4 Alu, Cu, CAP®-Alu, CAP®-Cu 2.4 P 16/24 145 6649 P 17/24 145 7335
4 Steel, Alu/Alu, PG-Alu 2.7 P 16/27 145 6650 P 17/27 145 7336
4 Stainless steel, Stinox, PG-Steel 3.0 P 16/29 145 6651 P 17/29 145 7337

4.8 and 5 Alu, CAP®-Alu, CAP®-Cu, PG-Alu 3.0 P 16/29 145 6651 P 17/29 145 7337
4.8 and 5 Steel, Alu/Alu 3.35 P 16/32 145 6657 P 17/32 145 7338
4.8 and 5 Stainless steel, Stinox, PG-Steel 3.6 P 16/36 145 6656 P 17/36 145 7339

6 Alu 3.6 P 16/36 145 6656 P 17/36 145 7339

For standard blind  
rivets (dome head)

DELIVERY TIMES ON REQUEST!

*Please note: 
For PG 17/29 K16, 
the Ø is 17, not 15.

*
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Bezeichnung D d Artikel-Nr.
V 17/18 AV 6 1.85 7251184
V 17/24 AV 6 2.4 7251185
V 17/27 AV 8 2.7 7251186
V 17/29 AV 8 3 7251187
V 17/32 AV 8 3.35 7561231
V 17/36 AV 10 3.6 7251188
V 17/40 AV 10 4 7251189
V 17/45 AV 10 4.5 7251190
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SPECIAL ACCESSORIES / NOSEPIECES Blind rivet setting tools with AV*

NOSEPIECES FOR SETTING TOOLS WITH SPRING-LOADED TRIGGER SYSTEM  
STANDARD + EXTENDED VERSION Bird Pro series and TAURUS®

Ø Material Ø d Ø D Standard No. V (8mm) No.

2.4 Alu 1.85 6.0 17/18 AV 143 5591 V-17/18 AV 145 7291
3.2 CAP®-Alu, CAP® Copper 1.85 6.0 17/18 AV 143 5591 V-17/18 AV 145 7291
3 Alu/Cu 2.0 6.0 17/20 AV 143 4990 V-17/20 AV 145 0666

3
Alu,Cu, Stahl, Stainless steel, 

Stinox,  Alu/Alu
2.2 6.0 17/22 AV 143 4991 V-17/22 AV 145 0667

3 und 3.2
Alu,Cu, Stahl, Stainless steel, 

Stinox,Alu/Alu, PG-Alu, PG-Steel
2.4 6.0 17/24 AV 143 5592 V-17/24 AV 145 7292

4 Alu, Cu, CAP®-Alu, CAP®-Cu 2.4 6.0 17/24 AV 143 5592 V-17/24 AV 145 7292
4 Steel, Alu/Alu, PG-Alu 2.7 8.0 17/27 AV 143 5593 V-17/27 AV 145 0628
4 Stainless steel, Stinox, PG-Steel 3.0 8.5 17/29 AV 143 5594 V-17/29 AV 145 0629

4.8 and 5 Alu, CAP®-Alu, CAP®-Cu, PG-Alu 3.0 8.5 17/29 AV 143 5594 V-17/29 AV 145 0629
4.8 and 5 Steel, Alu/Alu 3.35 8.5 17/32 AV 143 5595 V-17/32 AV 145 7725
4.8 and 5 Stainless steel, Stinox, PG-Steel 3.6 10.0 17/36 AV 143 5596 V-17/36 AV 145 0630

6 Alu 3.6 10.0 17/36 AV 143 5596 V-17/36 AV 145 0630
6 Steel 4.0 10.0 17/40 AV 143 5597 V-17/40 AV 145 7293

6.4 Alu, PG-Alu 4.0 10.0 17/40 AV 143 5597  V-17/40 AV 145 7293
6.4 Steel, Alu/Alu 4.5 10.0 17/45 AV 143 5598   V-17/45 AV 145 0631

Extended version (8 mm)
V-17/........Nosepieces

Standard version
17/........Nosepieces

DELIVERY TIMES ON REQUEST!

*AV = spring-loaded trigger system

The name of the  
nosepiece (e.g. 17/32)  
can be found directly  
on the nosepiece.
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NOSEPIECES EXTENDED VERSION FOR SETTING TOOLS  
WITH SPRING-LOADED TRIGGER SYSTEM  Bird Pro series and TAURUS®

Ø Material Ø d Ø D Designation 15 mm 20 mm 25 mm 28 mm

2.4 Alu 1.85 6.0 17/18 AV SL... 145 0634 145 0635 145 0636 145 0637
3.2 CAP®-Alu, CAP® Copper 1.85 6.0 17/18 AV SL... 145 0634 145 0635 145 0636 145 0637
3 Alu/Cu 2.0 6.0 17/20 AV SL... 145 0658 145 0659 145 0660 145 0661

3
Alu,Cu, Steel, Stainless steel, 

Stinox,  Alu/Alu
2.2 6.0 17/22 AV SL... 145 0662 145 0663 145 0664 145 0665

3 and 3.2
Alu, Cu, Steel, Stainless steel,  

Stinox, Alu/Alu, PG-Alu, PG-Steel
2.4 6.0 17/24 AV SL... 145 0638 145 7321 145 0639 145 0640

4 Alu, Cu 2.4 6.0 17/24 AV SL... 145 0638 145 7321 145 0639 145 0640
4 Steel, PG-Alu 2.7 8.0 17/27 AV SL... 145 0641 145 7322 145 0642 145 7726
4 Stainless steel, Stinox, PG-Steel 3.1 8.0 17/29 AV SL... 145 7324 145 0643 145 7325 145 0644

4.8 and 5 Alu, PG-Alu 3.1 8.0 17/29 AV SL... 145 7324 145 0643 145 7325 145 0644
4.8 and 5 Steel 3.35 8.0 17/32 AV SL... 145 0645 145 7326 145 0646 145 0647
4.8 and 5 Stainless steel, Stinox, PG-Steel 3.6 10.0 17/36 AV SL... 145 0648 145 0649 - 145 0651

6 Alu/Alu 3.6 10.0 17/36 AV SL... 145 0648 145 0649 145 0650 145 0651
6 Steel 4.0 10.0 17/40 AV SL... 145 7327 145 7328 145 0652 145 0653

6.4
Alu, Stainless steel, PG-Alu, 

PG-Steel and G-Bulb
4.5 10.0 17/45 AV SL... 145 0654 145 0655 145 0656 145 0657

DELIVERY TIMES ON REQUEST!

*AV= spring-loaded trigger system

CAUTION!  
Blind rivets must 
be ordered as a 
custom-made pro-
duct with exten- 
ded mandrel!


